DIVISION A4.6 — TIER 1 AND TIER 2—continued

SECTION A4.602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST

2019 CALIFORNIA GREEN BUILDING STANDARDS CODE

LEYELS ENFORCING AGENCY 10
Y TO SPECIFY
APPLICANT TO SELECT ELECTIVE MEASURES VERIFICATION METHOD
FEATURE OR MEASURE Prerequisites and electives' | Enforcing | Installer or [  Third
Agency Deslgner party
jw] m} a
Mandatory Tier 1 Tier 2 Al All All
PLANNING AND DESIGN
‘ te which complies wit ]eastone of the fol owmél .
characteristics is selected:
1. An infill site Is selected, 0 o O O =
2. A greyfield site is selected. B m| (W] ] d
3. An EPA-recognized Brownfield site is selected. _ 0 0 O | O
A4.103.2 Facllitate commmuynity connectivity by one of the following
methods:
1. Locate project within a /,-mile true walking distance of af least 4 ') [l O O o
basic services;
2. Locate project within /,-mile true walking distance of at least 7 ] 0 m] ] O
basic services;
3. Other methods increasing access to additional resources. a O 0 o a
A4.104.1 An alaigdilwdngld wciaﬂrjj qv:lrsight responsi 1lii'ty for the project
has particip n an educational program promoting
environmentally friendly design or development and bas provided = . L = =
{raining or instruction to appropriate entities,
building materials, The proposed structure utilizes at least one of the
following materlals which can be easily reused:
1. Light fixtures
2. Plumbing fixtures
3. Doots and trim = o o O o
4, Masonty
5, Electrical devices
6, Appliances
7. Foundations or portions of foundations
R
4.106.2 A plan is developed and implemented to manage storm water = O o 0
drainage during construction.
4.106.3 Construction plans shall indicate how site grading ora
drainage system will manage all surface water flows to keep water 8 O O
from entering buildings.
4.106 .4 Provide capability for ¢lectric yehicle charging for one- and a =] O [m] [}
two-family dwellings; townhouses with attached private gparages,
multifamily dwellings: and hotels/motels in accordance with
Section 4.106.4.1, 4.106,4,2, ot 4.106.4,3, as applicable,
A4.106.1 Reserved ] a [m] m] [u]
continued
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RESIDENTIAL VOLUNTARY MEASURES

SECTION Ad.602

RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued

FEATURE OR MEASURE

APPLICANT TO BELECT ELECTIVE MEASURES

VERIFICATIONS
ENFORCING AGENCY TO SPECIFY
VERIFICATION METHOD

LEVELS

Prerequisites and alactives’ | Enforcing [ instatleror | Third

Mandatory

Agency Designer party

u] u}

[}
Tier 1 Tier 2 Al All All

A4,106.2,1 Soii analysis is performed by a licensed design
gmfessional and the findings utilized in the steuctural design of the
wilding,

A 0 O O 0

A4,106.2,2 Soil disturbance and etosion are minimized by at least
one of the following:
T, Natural drainage patterns are evaluated and erosion controls are
implemented to minimize erosion during construction and after
occupancy.
2, Site access is accomplished by minimizing the amount of cut and
fill needed to install access roads and driveways.
3. Underground construction activities are coordinated to utilize the
same trench, minimize the amount of time the disturbed soil is
exposed and the soil is replaced using accepted compaction
methods.

A4.106,2.3 Topsoil shall be protected or saved for reuse as specified
in this section,
Tier 1, Displaced topsoil shall be stockpiled for reuse In a
designated area and covered or protected from erosion,
Tier 2. The construction area shall be identified and delineated by
fencing or flagging to limit construction activity to the construction
areq,

= E1

m2

A4.106.3 Postconstruction landscape designs accomplish one or
mote of the following:
L. Areas disrupted during construction are restored to be consistent
with native vegetation specles and patterns.
2, Utilize at least 75 percent native California or drought tolerant
plant and tree species appropriate for the climate zone region,

Ad4,106,4 Permeable paving is utilized for the parking, walking or
patlo surfaces in compliance with the folfowing:
Tier 1. Not less than 20 percent of the total parking, walking ot
patio surfaces shall be permeable,
Tier 2. Not less than 30 percent of the total parking, walking or
patio surfaces shall be permeabls,

= 8 O &
=* O d ]

A4,106.5 Roofing materials shall have a minimum 3-year aged solar
reflectance and thermal emittance or a minimum Solar Reflectance
Index (SRI) equal to or greater than the values specified in the
applicable tables,
Low-rise Residential

Tier 1 roof covering shall meet or exeeed the values contained in

Table A4.106.5.1(1).

Tier 2 roof covering shall meet or exceed the values contained in

Table A4.106.5.1(2),

High-rise Residential, Hotels and Motels

Tier 1 roof covering shall meet or exceed the values contained in

Table A4.106.5.1(3).

Tier 2 roof covering shall meet or exceed the values contained in

Table A4.106.5.1(4).

=* a O O
x? a ] O

=? O [wi A
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SECTION A4,602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued

RESIDENTIAL VOLUNTARY MEASURES

FEATURE OR MEASURE

LEVELS
APPLICANT TO SELECT ELECTIVE MEASURES

VERIFICATIONS
ENFORCING AGENCY TO SPECIFY
VERIFICATION METHOD

Mandatory

Preraquisites and slectives’

Tier 2

Enforcing
Agency

a
All

installer or
Deslgner

a
Ali

Third
party

]
All

Ad4,106.,6 Install a vegetated roof for at least 50 percent of the roof
area, Vegetated roofs shall comply with requirements for roof
gardens and landscaped roofs in the California Bullding Code,
Chaptets 15 and 16,

o

[mi

o

O

A4.106.7 Reduce nontoof heat islands for 50 percent of sidewalks,
patios, driveways or other paved areas by using one or more of the
methods listed.

A4.106.8.1 Tier 1 and Tier 2 for one- and two-family dwellings and
townhouses with attached private garages.

Install a dedicated 208/240-volt branch cireuit, including an
overcurrent protective device rated at 40 amperes minimum. per
dwelling unit,

EZ

2,

A4.106,8.2 Provide capability for future electric vehicle charging in
new multifamily dwellings, as specified.

Tier 1. In 15 percent of total parking spaces,

Tier 2, In 20 percent of total patking spaces,

IXIZ

El2

oo

on

oo

Tier 1. Install EV spaces per Table A4,106.8,3,1,
Tier 2, Install BV spaces per Table A4.106.8.3.2,

Ad4.106.8.3 Provide electric vehlcle spaces for new hotels and motels.

B]Z

E‘Z

oo

aO

oo

Ad4.106.9 Provide bicycle parking facilities as noted below or meet a
local ordinance, whichever is more stringent. Number of bicycle
parking spaces may be reduced, as approved by the enforcing
agency, due to building site characteristics, including but not limited
to, isolation from other development,

1. Provide short-term bicycle parking, per Section A4,106.9.1.

2. Provide long-term bicycle parking for multifamly buildings, per

Section A4.106.9.2.

3. Provide long-terrn bicycle parking for hotel and motel buildings,

per Section A4.106.9.3,

O

A4,106,10 [HR] Outdoor lighting systems shall be designed and
installed to comply with!
1, The minimus requirements in the California Energy Code for
Lighting Zones 1-4; and
2. Backlight, Uplight and Glare (BUG) ratings as defined in IES
TM-15-11; and
3, Allowable BUG ratings not exceeding those shown in Table
A4,106,10; or
Comply with a lawfully enacted local ordinance, whichever is more
stringent.
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RESIDENTIAL VOLUNTARY MEASURES

RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued

SECTION A4.602

FEATURE OR MEASURE

LEVELS

APPLICANT TO SELECT ELECTIVE MEASURES

VERIFICATIONS
ENFORCING AGENCY TO SPECIFY
VERIFICATION METHOD

Prarequisites and electives’

Mandatory

Tier 1

Tier 2

Enforcing
Agency

a
All

Iinstakier or
Designer

0
All

Third
party

m;
All

A4.108 1 Iterns in this section ate necessaty to address innovative
concepts or local environmenial conditions,

Item 1

O o

Ttem 2

Item 3

ju|Ruign]

O o a

m | R

o o o

o oo

4.201.1 Building meets or exceeds the requuements of the California
Buddmg Energy E‘ﬁicwncy Srandard:r3

Ei’.

Izi

A4203.1.1.1 Tier 1 and Tier 2. Total Energy Design Rating (Total
EDR) and Energy Bfficiency Design Rating (Efficiency EDR) for the
Proposed Designt Building Is included in the Certificate of
Compliance documentation.

A4.203,1.1.2 Tier 1 and Tier 2. Quality Insulation Installation
procedures specified in the Building Energy Efficiency Standards
Reference Appendices RA3.5 are completed,

A4.203,1.2 Tier 1 and Tier 2 prerequisite options, One of the
following options is required.

* Roof deck insulation or ducts in conditioned space.

* High-performance walls,

* HERS-verified compact hot water distribution system.

* HER8-verified drain water heat recovery.

EE

EZ

A4.203,1,3.1 Tier 1; Buildings complying with the first level of
advanced energy efficiency shall have additional integrated
efficiency and onsite renewable energy generation to achieve a
Total EDR for Tier 1 as specified in Table A4,203.1.1.1 or lower as
calculated by Title 24, Part 6 Compliance Software approved by the
Energy Comrnission. This Total EDR is in addition to meeting the
Efficiency EDR,

E2

A4.203.1.3.2 Tier 2! Buildings complying with the second level of
advanced energy efficiency shall have additional integrated
efficiency and onsite renewable energy generation to achieve a Total
EDR for Tier 2 as specified in Table A4,203.1.1.1 or loweras
calculated by Title 24, Pant 6 Compliance Software approved by the
Energy Commission, This Total EDR is in addition to meeting the
Efficiency EDR,

mZ

A4.203.14 Local jurisdictions adopting Tier I or Tiet 2, or
considering community shared solar or storage options as specified,

shall consult with the local electric service for acceptance.

EZ

EZ
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RESIDENTIAL VOLUNTARY MEASURES

SECTION A4.602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST-—continued _
LEVELS ENFORCING AGENEY 10
ENCY TO SPECIFY
APPLICANT TO SELECT ELECTIVE MEASURES VERIFICATION METHCD
FEATURE OR MEASURE Prerequlsfies and electives’ | Enforcing | instalier or | Third
Agency Designer party
o | m]

Mandatory Tler 1 Tier 2 All All All
4,303.1 Plumbing fixtures (water closets and urinals) and fittings
(faucets and showerheads) installed in residential buildings shall = O O o
comply with the praseriptive requirements of Sections 4.303.1.1
thraugh 4.303,1.4.4,
4.303,2 Plumbing fixtores and fittings required in Section 4.303,1
shall be insialled in gecordance with the California Plumbing Code, = 0 O m}
and shall meet the applicable referenced standards,
A4.303.1 The maximum flow rate of kitchen faucets shall not exceed
1.5 gallans per minute at 60 psi. Kitchen faucets may temporarily
increase the flow above the maximum rate, but not to exceed 2.2
gallong per minute at 60 psi, and must defauit to a maximum flow O ] O O a
rate of 1.5 gallons per minute at 60 psi.

Note: Where complying faucets are unavyailable, aerators ot other
means may be used to achieve reduction.

4.303,1.4.3 Metering fauceis in residential buildings shall not deliver = O 0
more than 0.2 gallons per cycle. o
A4,303.2 Alternate water source for nonpotable applications,
Alternate nonpotable water sources ate used for indoor potable water O g o | o
reduction. Alternate nonpotable water sources shall be installed in
accordanca with the California Plumbing Code,
A4,303.3 Install at least one qualified ENERGY STAR dishwasher
or clothes washer. o . o O a
A4,303.4 Nonwater urinals or watgriess toilets are installed, u] W] 0 O [w]
A4,303.5 One- and two-family dwellings shall be equipped with a 0 I 0 O o
demand hot water recirculatlon system, ‘
Cheilne Wity Uge: ot/ 05 G ey
4,304,1 Residential developments shall comply with a local water
efficient landscape ordinance or the current California Department of = 0 o o
Water Resources’ Model Water Efficient Landscape Ordinance
(MWELOQ), whichever Is more sl:ringz_ant.
A4,304,1 A rainwater capture, storage and re-use system 1s designed
and installed. . o o = =
A4.304.2 A landscape design is installed, which does not utilize pota- o o o o
ble water,
A4.304.3 For new water service connections, landscaped irrigated
areas less than 5,000 square feet shall be provided with separate O O 0 0 0
submeters or metering devices for outdoor potable water use,

continied
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RESIDENTIAL VOLUNTARY MEASURES

SECTION A4.602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued
LEVELS VERIFICATIONS
APPLICANT TO SELECT ELECTIVE MeasuRes | *NFOCHG AGENCY T SPECIFY
FEATURE OR MEASURE Prarquisites and electives' | Enforeing | Installaror | Third
Agency Pesigner party
o u] o
Mandatory Tier 1 Fier 2 All All All
A4.305.1 Piping is installed to permit future use of a graywater
irrigation system served by the clothes washer or other fixtures, = = o = a
A4.305.2 Recycled water piping is installed. [wi O [ ] O
Ad.305.3 Recycled water ig used for landscape itrigation, ] A o W] O
— A En T w’ S,
A4.306.1 Items in this section are hecessary to address innovative
concepts ot local environmental conditions,
Item 1 [m] d a o g ]
Ttem 2 ] a ] | [ [}
Item 3 O ] G | [} O
"Ad403.1 A Frost-protected Shallow Foundation (FPSF) is designed
and constructed. O 0 O O o
A4.403.2 Cement use in foundation mix design is reduced. Cl O O
Tier 1. Not less than a 20 percent reduction in cement yse, =
Tier 2. Not less than a 25 percent reduction in cement use. Esf
- Efficlent Franiing Technl ;
A4.404.1 Beams and headers and trimmers are the minimum size {0 O 0 O . o
adequately support the load.
A4.404.2 Building dimensions and layouts are designed to minimize O o B o) o
waste,
A4,404.3 Use premanufactured building systerns to eliminate solid o 0 o 0 0
sawn lumnber whenever possible.
Ad.404.4 Material lists are included in the plans which specify O o o o O
material quantity and provide direction for on-site cuts,

continued
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RESIDENTIAL VOLUNTARY MEASURES

SECTION A4.602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued
LEVELS ENFORCI:(EENECQEIONS
AGENCY TO SPECIFY
APPLICANT TOI SEFECT ELECTIVE MEASURES VERIFICATION METHOD
FEATURE OR MEASURE Prarequisites and alectives’ | Enforcing [ Installer or | Third
o ’ - Agency Designer party
o o u ]
Mandatory Tier 1 Tler 2 All Ali All
"A4.405.1 One or more of the following building materials, that do
not require additional resources for finishing are used;
1. Exterior trim not requiting paint or staln
2. Windows not requiring paint or stain = = u = 0
3. Siding or exterior wall coveritigs which do not require paint or
stain
A4,405.2 Floors that do not require additional coverings are used
including but not limited to stained, natural or stamped concrete ] 0 0 O m|
floors,
Ad.405,3 Postconsutner or preconsymer recycled content value
(RCV) materials are used on the project. o
"Lier 1, Not less than a 10 percent tecycled content vatue. =P? s o
Tier 2. Not less than a 15 peicent mcycled content value, 21 5
Ad4.405.4 Renewable source building products ate used. | O [m] [u] ]
D " R ,¢.- ‘. =
4,406,1 Annular spaces around p{pes, electric cables, conduits or
other openings in plates at exterior walls shall be protected against
the passage of rodents by closing such openings with cement mortar, [z O 0 O
concrete masonry or similar method acceptable to the enforcing
agency,
ates W‘:;F- - E ,.-{;_ .‘,_:.h' W t B
At_!._407.1 Install foundation and landscape drains. (] 1 [w] [m] ]
A4.407.2 Tnstall gutter and downspout systems to route water at least
5 feet away from the foundation or connect to Jandscape drains which 0 u! o 0
dischatge to a dry well, surmp, bioswale, rainwater capture system pr a
other approved on-site location, 7
A4.407.3 Provide flashing details on the building plans and comply 0 0 o o
with accepted industry standards or manufacturer’s instructions. a
44,407 .4 Protect building materials delivered to the conhstruction site 0 O o o
from rain and other sources of moisture, O
A4.407.5 In Climate Zone 16 an ice/water bartier is instalied at roof O O O O
valleys, eaves and wall to roof intersections. . [m|
A4.407.6 Bxterior doors to the dwelling are protected to prevent
water intrusion. ‘ o o a d a
Ad4.407,7 A permanent overhang or awning at least 2 feet in depth is
provided. . b b o a

continued
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RESIDENTIAL VOLUNTARY MEASURES

SECTION A4.602

RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued !

APPLICANT TO SELECT ELECTIVE MEASURES | ENFORCING AGENCY TO SPECIFY

LEVELS VERIFICATIONS
VERIFICATION METHOD

FEATURE QR MEASURE

Prerequisites and electives’ | Enforcing | Installeror | Third

Mam_iaiory

Agency Designer party

t o o
Tier 1 Tier 2 All All All

.1 Recycle and/or salvage for reuse a mintmum of 63 percent of
the nonhazardous construction and demolition waste in accordance
with one of the following;

1, Comply with a mote stringent local constraction and demolition
waste management ordinance; or

2. A constroction waste management plan, per Section 4.408.2; or
3. A waste management company, per Section 4.408.3; or

4, The waste stream reduction alternative, per Section 4.408.4,

] ] O

Ad.408.1 Construction waste generated at the site is diverted to
recycle or salvage in compliance with one of the following:
1. Tier 1 at feast 4 635 petcent reduction with a thitd-party verification.
2. Tier 2 at least a 75 percent reduction with & third-party verification,
Exception: Equivalent waste teduction rmethods are developed

og
oe

mi

by workmg with local agencies.

4.410.1 An operation and maintenance manual shall be | provided to
the building occupant or owner,

4,410.2 Where 5 or more multifamily dweiling units are constructed [E]
ott a building site, provide readily accessible ateas that serve the
entite building and are identified for the depositing, storage and
collection of non-hazardous materials for recycling, including (at a
minlmurn) papér, cotrugated cardboard, glass, plastics, organic
waste, and metals or meet a lawfully enacted local reeycling
ordinance, if more restrictive,

Exception: Rural jurisdictions that meet and app} X for the exemption tn

Public Resources Code Section 42649.82 (a)(2)A) et seq. will also be

exemipt from the organic wasts portion of this section.

"Ad.411.1 Items In this section are necessary to address innovative
concepts or local environtmental conditions,

Item 1

Ttem 2

oo o

Item 3

o g
ool
DEIEI.
oloo
ggjg

4.503.1 Any installed gas fireplace shall be a ditect-vent sealed-
combustion type, Any installed woodstove of pellet stove shall
comply with U.S, EPA New Soutce Performance Standards {(NSPS)
emission }mits as applicable, and shall have a permanent label
indicating they are certified to meet the emission limits. Woodstoves,
pelliit’;toves and fireplaces shall also comply with applicabie local
ordinances,

S}

4.504.1 ﬁuct openings and other related alr distrlbutlon componerit
openings shall be covered during construction,

HI ®

4.504.2.1 Adhesives, sealants and caulks shall be compliant with
YOC and other toxic compound limits,

4,504.2.2 Paints, stains and other coatings shall be compliant with
YOC Umits.

|

4.504.2.3 Aerosol paints and coatings shall be compliant with
product weighted MIR limits for ROC and other toxic compounds,

=

4,504,2.4 Documentation shall be provided to verify that complant
VOC limit finish materials have been used.

&

o|ojo; g g
oyao|olOo;a
gl OofO|dj o

continued
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RESIDENTIAL VOLUNTARY MEASURES

2019 CALIFOANIA GREEN BUILDING STANDARDS CODE

SECTION A4.602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued
LEVELS ENFORCi:’IgRAFICAT'ONS
GENCY TO SPECIFY
APPLICANT TO SELECT ELECTIVE MEASURES VEHlFICATION_ METHOD
FEATURE OR MEASURE Prarequlsites and electives' | Enforcing | instailer or | Third
Agency Designer party
a m| a
Mandatory Tier 1 Tier 2 Alt All Al
4,504, Carpet and carpet systems shall be compliant with VOC '
Timits. & = = s
4,504.4 80 percent of floor area receiving resilient flooring shall
compiy with specified VOC crfetia. & = o a
4.504.5 Particleboard, medium density fiberboard (MDF) and
hardwood plywood used in interior finish systems shall comply with £ O O o
low formaldehyde emission standards.
A4.504,1 Use composite wood products made with either California
Alr Resources Board approved no-added formaldehyde (NAF) resins O O O [
or ultra-low emitting formaldeltyde (ULEF) resins.
A4.504.2 Install VOC compliant resilient flooring systems. 8] [u] H
Tier }. At Teast 90 percent of the resilient flooring installed shall &
comply.
Tier 2, At least 100 percent of the resilient flooring installed shall B2
comply.
A4,504.3 Thermal insulation installed in the building shall meet the ] [} [w]
following requirements:
Tier 1, Install thermal insulatiot in compliance with VOC limits, [E4Q
Tier 2. Install insulation which containg No-Added Formaldehyde =
| (NAP) and is in complance with Tier 1.
t '. $ ".‘#Jl r JW ‘
4.505.2 Yapor retarder and capillary break is installed at slab-on-
grade foundations. _ _ _ &= = o O
4,505,3 Moisture content of building materials used in wall and floor = 1 O
framing is checked before enclosure, ]
459;'1 E.ach bathroom sllialml"l.ae‘p-mvided witﬁ the fbllowir;g:
1, ENERGY STAR fans ducted to terminate outside the building.
2, Faus must be controlled by a humidity control {(separate or built-
in); OR functioning as a component of a whole-house ventilation = o O O
system.
3, Humidity controls with manual or automatic means of
adjustment, capable of adjestment between a relative humidity
range of < 50 percent ko a maximum of 80 percent,
A4.506,1 Reserved, 7 [m] [m] O O [@]
A4.506.2 [HR] Provide filters on teturn air openings rated MERV 8
ot higher during construction when it is necessary to use HVAC ] 0O a O a
equipment.
A4.506.3 Direct-vent appliances shall be used when equipment is
located in conditioned space; or the equipment must be installed in an g ] 0 | [
isolated mechanical room.
continued
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BESIDENTIAL VOLUNTARY MEASURES

SECTION A4.602
RESIDENTIAL OCCUPANCIES APPLICATION CHECKLIST—continued
LEVELS \ VERIFICATIONS
) ENFORCING AGENCY TO SPECIFY
APPLICANT TO SELECT ELECTIVE MEASURES VERIFICATION METHOD
FEATURE OR MEASURE Prerequisites and electives’ | Enforeing | Inetalleror | Third
Agency Designer party
o [} u]
Mandatory ~ Tierd Tler 2 All Al All
4.507.3 Duct systems are sized, designed, and equipment {s selected
using the followlng methods:
L. Bstablish heat loss and heat gaini values according to ANSY
ACCA 2 Manual J-2016 or equivalent, = O
2. Slze duct systerms according to ANSIACCA 1 Manual D-2016 o 0
of equivalent,
3. Select heating and cooling equipment according to ANSIACCA
3 Manual 5-2014 or equivalent.
E’l—‘-‘ s i bl fans R T e
A4,509.1 Items in this section are necessary to addtess innovative
concepts or local environmental conditions,
Hem 1 O ] I O [w]
Hem 2 a O O m] a
w| [m] [} O O
02.1 HYAC system installers are trainsd and certified in the proper "
Installation of HVAC systems, u O O
702.2 Special inspectors employed by the enforcing agency must be
qualified and able to demonstrate cormpetence in the dﬁscipline they 3] m| i} 0
are inspecting,
703.1 Verification of compliance with this code may inctude
construction documents, plans, specifications builder or installer = o
certification, inspection reports, or other methods acceptable to the 0 a
enforcing agency which show substantial conformance,

2, Required prerequisite for this Tiet,
3. These measures ate curtently required elsewhere in statute or in regulation,
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1. Green building measures listed in this table may be mandatory if adopted by a eity, county, or city and county as specified in Section 101.7.




